SECTION 02002

REFERENCE LISTINGS

PART 1 GENERAL

1.1

1.2

SUMMARY (Not Applicable)
REFERENCES

The following publications form a part of these specifications to the extent
indicated by their references. The exclusion of a publication from this
section will not relieve the Contractor from complying with the
publication reference elsewhere, the latest edition of each publication shall
be used regardless of the edition referenced herein.

AMERICAN ASSOCIATION OF STATE HIGHWAY
AND TRANSPORTATION OFFICIALS (AASHTO)
444 NORTH CAPITAL STREET, N.W., SUITE 225
WASHINGTON, DC 20001

(202) 624-5800

AASHTO M145 Classification of Soils and Soil-Aggregate
Mixtures for Highway Construction Purposes

AASHTO M182 (R 1974) Burlap Cloth made from Jute or Kenaf

AASHTO T180 Moisture-Density Relations of Soils Using a
10-1b (4.54 kg) Rammer and an 18-In. (457 mm)
Drop

AMERICAN CONCRETE INSTITUTE (ACI)
22400 WEST 7 MILE ROAD

P.0.BOX 19150, REDFORD STATION
DETROIT, MI 48219-0150

(313) 532-2600

ACI 305 (Rev. 1982) Hot Weather Concreting
ACI 306 Cold Weather Concreting
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AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)
1430 BROADWAY

NEW YORK,NY 10018

(212)354-3300

ANSI B16.1 Cast Iron Pipe Flanges and Flanged Fittings,
Class 25,125,250, and 800

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)
1916 RACE STREET

PHILADELPHIA, PA 19103

(215)299-5585

ASTM A120 Standard Specification for Pipe, Steel, Black and
Hot-Dipped Zinc-Coated (Galvanized) Welded
and Seamless, for Ordinary Uses (Discontinued,
Replaced by A53)

ASTM A153 Standard Specification for Zinc Coating
(Hot-Dip) on Iron and Steel Hardware

ASTM A185 Standard Specification for Welded Steel Wire
Fabric for Concrete Reinforcement

ASTM A90 Standard Test Method for Weight of Coating on
Zinc-Coated (Galvanized) Iron or Steel Articles

ASTM BS88 (Rev. A) Standard Specification for Seamless
Copper Water Tube

ASTM C117 Standard Test Method for Materials Finer than
75-microns (No. 200) Sieve in Mineral
Aggregates by Washing

ASTM C136 (Rev. A) Standard Method for Sieve Analysis of
Fine and Coarse Aggregates

ASTM CI150 Standard Specification for Portland Cement

ASTM C171 Standard Specification for Sheet Materials for

Curing Concrete
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ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

C260

C309

C33

C602

C94

D1190

D1556

D1557

Rammer and 18-In.

ASTM

ASTM

ASTM

ASTM

D1751

D1784

D2216

D2397

Standard Specification for Air-Entraining
Admixtures for Concrete

Standard Specification for Liquid
Membrane-Forming Compounds for Curing
Concrete

Standard Specification for Concrete Aggregates

Agricultural Liming M aterials, Specification for

(Rev. B) Standard Specification for Ready-Mixed
Concrete

Concrete Joint Sealer, Hot-Poured Elastic Type,
Specification for

Standard Test Method for Density of Soil in
Place by the Sand-Cone Method

Standard Test Method for Moisture-Density
Relations of Soils and

Soil-Aggregate Mixtures Using 10-1b (4.54-kg)

(457-mm) Drop

Standard Specification for Preformed Expansion
Joint Fillers for Concrete Paving and Structural
Construction (Nonextruding and Resilient
Bituminous Types)

Standard Specification for Rigid Poly (Vinyl
Chloride) (PVC) Compounds and Chlorinated
Poly (Vinyl Chloride) (CPVC) Compounds

Standard Test Method for Laboratory
Determination of Water (Moisture) Content of
Soil, Rock, and Soil-Aggregate Mixtures

Standard Specification for Cationic Emulsified
Asphalt
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ASTM D2399 Selection of Cutback Asphalts, Practice for

ASTM D2922 Standard Test Methods for Density of Soil and
Soil-Aggregate in Place by Nuclear Methods
(Shallow Depth)

ASTM D3282 Standard Practice for Classification of Soils and
Soil-Aggregate Mixtures for
Highway Construction Purposes

ASTM D977 Standard Specification for Emulsified Asphalt

AMERICAN WATERWORKS ASSOCIATION, INC. (AWWA)
6666 WEST QUINCY AVENUE

DENVER, CO 80235

(303) 794-7711

AWWA C104/A21.4 Cement-Mortar Lining for Ductile-Iron Pipe
and Fittings for W ater
AWWA C105/A21.5 Polyethylene Encasement for Ductile Iron
Piping for Water and Other
Liquids

AWWA C110/A21.10 Fittings, 3 in through 48 in, for Water and Other
Liquids, Gray-Iron and
Ductile-Iron

AWWA C111/A21.11 Rubber-Gasket Joints for Ductile-Iron and
Gray-Iron Pressure Pipe and
Fittings

AWWA C115/A21.15 Standard for Flanged Ductile-Iron and
Gray-Iron Pipe with Threaded
Flanges

AWWA C151/A21.51 Ductile-Iron Pipe, Centrifugally Cast in Metal
Molds or Sand- Lined Molds,
for Water or Other Liquids

AWWA C200 Steel Water Pipe 6 inches and Larger
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AWWA C203

AWWA C205

AWWA C206

AWWA C207

AWWA C209

AWWA C300

AWWA C301

AWWA C302

AWWA C500

AWWA C502

AWWA C503

AWWA C900

AWWA C901

Coal-Tar Protective Coatings and Linings for
Steel Water Pipelines - Enamel
and Tape - Hot Applied

Cement-Mortar Protective Lining and Coating for
Steel Water Pipe - 4 In.
and Larger - Shop Applied

Standard for Field Welding of Steel Water Pipe

Standard for Steel Pipe Flanges for Waterworks
Services-Sizes 4 in. through
144 in.

Cold-Applied Tape Coatings for the Exterior of
Special Sections,
Connections, and Fittings for Steel Water Pipelines
Standard for Reinforced Concrete Pressure Pipe,
Steel Cylinder Type, for
Water and Other Liquids
Standard for Prestressed Concrete Pressure Pipe,
Steel-Cylinder Type, for
Water and Other Liquids
Reinforced Concrete Pressure Pipe, Non-Cylinder
Type, for Water and Other
Liquids
Gate Valves for Water and Sewerage Systems
Dry-Barrel Fire Hydrants
Wet-Barrel Fire Hydrants

Standard for Polyvinyl Chloride (PVC) Pressure

Pipe, 4 in. Through 12 in. for

W ater

Polyethylene (PE) Pressure Pipe and Tubing, 1/2

in. Through 3 In., for Water
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Service

ASPHALT INSTITUTE (AI)
ASPHALT INSTITUTE BUILDING
EAST STADIUM DRIVE
COLLEGE PARK, MD 20740-1802
(301)277-4258

AT ES-12 Asphalt Surface Treatment - Construction
Techniques

AT SS-1 Model Construction Specifications for Asphalt
Concrete and Other Plant-Mix Types (latest
edition)

CODE OF FEDERAL REGULATIONS (CFR)
SUPERINTENDENT OF DOCUMENTS

U.S. GOVERNMENT PRINTING OFFICE
WASHINGTON, DC 20402

(202) 783-3238

CFR 29 PART 1926, SUBPART P Excavation, Trenching, and Shoring

DEPARTMENT OF DEFENSE SPECIFICATIONS (DOD)
SUPERINTENDENT OF DOCUMENTS

U.S. GOVERNMENT PRINTING OFFICE
WASHINGTON, DC 20402

(202) 783-3238

DOD-P-21035 (Rev. A) Paint, High Zinc Dust Content, Galvanizing
Repair (Metric)
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FEDERAL SPECIFICATIONS (FS)
SUPERINTENDENT OF DOCUMENTS
U.S. GOVERNMENT PRINTING OFFICE
WASHINGTON, DC 20402

(202) 783-3238

FS BB-C-120 (Rev. C) Chlorine, Technical, Liquid

FS JJJ-S-181 (Rev. B) Seed, Agricultural (Superseded by
JIJ-U-1746/4A)

FS O-C-114 (Rev. B, Amd. 2) Calcium Hypochlorite, Technical

FS O-F-241 (Rev. D) Fertilizer, Mixed, Commercial

FS O-S-602 (Rev. E) Sodium Hypochlorite Solution

FS RR-F-191 (Rev.J) Fencing, Wire and Post, Metal (and Gates,

Chain-Link Fence Fabric, and
Accessories) (General Specification)

FS RR-F-191/1 (Rev. C) Fencing, Wire and Post, Metal (Chain-Link
Fence Fabric) (Detail Spec)

FS RR-F-191/4 (Rev. C) Fencing, Wire and Post, Metal (Chain-Link
Fence Accessories) (Detail
Specification) (Canceled, Use ASTM A116, A121, A390,
A584, A585, A702)

FS RR-F-221 (Rev. G) Fencing, Wire, Fence Posts and Accessories
(Barbed Wire, Woven Wire, and
Netting) (Canceled, Use ASTM A121, A116, A390, A584,
A585, A702)

FS TT-S-00227 (Rev. E, Amd. 3) Sealing Compound: Elastomeric Type,
Multi-Component (for
Caulking, Sealing, and Glazing in Buildings and Other
Structures)

MANUFACTURERS STANDARDIZATION SOCIETY
OF THE VALVE AND FITTINGS INDUSTRY (MSS)
127 PARK STREET, N.E.
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VIENNA, VA 22180
(703) 281-6613

MSS SP-80 Bronze Gate, Globe, Angle and Check Valves
PART 2 PRODUCTS (Not Applicable)

PART 3 EXECUTION (Not Applicable)
-- End of Section --
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